NORTH CAROLINA GEODETIC SURVEY

Claude T Bowers Building
4105 Reedy Creek Road
Raleigh, North Carolina 27607
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Project Information

Prepared By: Watson Ross

Project Name: 2016 LIiDAR Phase 4 QC

Sensor Info: GmMAPD Geiger-mode

Required Nominal Pulse Spacing: 0.35

Vendor Name: Harris

Units: US Survey Feet

Percent of Extent Tolerance: Extents Not Checked

Date of Aquisition:  Start: 2/27/2016  Finish: 4/17/2016

Metadata Information

Tile Index:
Filename: davie_tiles.shp
Number of Polys: 0

Intensity:
Tile Index Attribute: Not Specified
Data Filename: Not Specified

Number of Data Files Matching Attribute: Not Specified

DEM:
Tile Index Attribute: Not Specified
Data Filename: Not Specified

Number of Data Files Matching Attribute: 2533 out of 2533

LAS:
Tile Index Attribute: las_tile
Data Filename: LAS

Number of Data Files Matching Attribute: 1184 out of 1184
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LIDAR Accuracy Assessment Summary
LC Type # of Points NVA VVA
LAS
2B 20 0.484
2H 41 0.664
2L 24 0.608
2M 21 0.615
2U 54 0.464
Total 160
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LAS

~ :
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.398

Maximum DZ: 0.512

Mean DZ: 0.137

Mean Magnitude DZ: 0.451
Number Observations: 74
Standard Deviation DZ: 0.198
RMSE Z: 0.239

95% Confidence Level Z: 0.469
(Units: US Survey Feet

Histogram

12

10

Frequency

0125 -0079 -0.03¢ 0012 0057 0103 0148 0194 0239 0285 0331 0376 0422 0467 0513
Value

0
-03%8 -0352 -0.307 -0261 -0216 -0.17

Min: -0.398

Max: 0.512
Number Of Bins: 20
Bin Interval: 0.046
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: 0.002

Maximum DZ: 0.702

Mean DZ: 0.338

Mean Magnitude DZ: 0.582
Number Observations: 41
Standard Deviation DZ: 0.186
RMSE Z: 0.385

95th Percentile: 0.664

(Units: US Survey Feet

Histogram

Frequency

0246 0281 0316 0351 038 0421 0456 0491 0526 0561 05% 0631 0666 0701
Value

0
0.001 003 0071 0106 0.141 0176 0211

Min: 0.002

Max: 0.702
Number Of Bins: 20
Bin Interval: 0.035
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.074
Maximum DZ: 0.664

Mean DZ: 0.271

Mean Magnitude DZ: 0.527
Number Observations: 24
Standard Deviation DZ: 0.175
RMSE Z: 0.321

95th Percentile: 0.608

(Units: US Survey Feet

Histogram

Frequency

Jl 1 1 1

0
-0.074 -0037 -0.001 0036 0073 011 0147 0184 0221 0258 0295 0332 0369 0406 0442 0479 0516 0553 059 0627 0664
Value

Min: -0.074

Max: 0.664
Number Of Bins: 20
Bin Interval: 0.037
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.365
Maximum DZ: 0.621

Mean DZ: 0.233

Mean Magnitude DZ: 0.529
Number Observations: 21
Standard Deviation DZ: 0.237
RMSE Z: 0.328

95th Percentile: 0.615

(Units: US Survey Feet

Histogram

Frequency

1 l.l 1

0079 0128 0178 0227 0276 0326 0375 0424 0474 0523 0572 0622
Value

Jl 1 1 1 1

0
-0365 -0315 -0266 -0217 -0.168 -0.118 -0.069 -002 0.03

Min: -0.365

Max: 0.621
Number Of Bins: 20
Bin Interval: 0.049
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